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1 Note that “NOMA” is
also used by NTT DoCo-
Mo to refer to NOMA
via power domain multi-
plexing.

INTRODUCTION
In the history of wireless communications from
the first generation (1G) to 4G, the multiple
access scheme has been the key technology to
distinguish different wireless systems. It is well
known that frequency-division multiple access
(FDMA) for 1G, time-division multiple access
(TDMA) mostly for 2G, code-division multiple

access (CDMA) for 3G, and orthogonal frequen-
cy-division multiple access (OFDMA) for 4G are
primarily orthogonal multiple access (OMA)
schemes. In these conventional multiple access
schemes, different users are allocated to orthog-
onal resources in either the time, frequency, or
code domain in order to avoid or alleviate inter-
user interference. In this way, multiplexing gain
can be achieved with reasonable complexity.

However, the fast growth of mobile Internet
has propelled 1000-fold data traffic increase by
2020 for 5G. Hence, the spectral efficiency
becomes one of the key challenges to handle
such explosive data traffic. Moreover, due to the
rapid development of the Internet of Things
(IoT), 5G needs to support massive connectivity
of users and/or devices to meet the demand for
low latency, low-cost devices, and diverse service
types. To satisfy these requirements, enhanced
technologies are necessary. So far, some poten-
tial candidates have been proposed to address
challenges of 5G, such as massive MIMO, mil-
limeter wave communications, ultra dense net-
work, and non-orthogonal multiple access
(NOMA) [1]. In this article, we focus on NOMA,
which is highly expected to increase system
throughput and accommodate massive connec-
tivity. Note that Third Generation Partnership
Project (3GPP) Long Term Evolution (LTE)
Rel-13 is doing ongoing studies toward NOMA
in the form of multi-user superposition transmis-
sion (MUST). NOMA allows multiple users to
share time and frequency resources in the same
spatial layer via power domain or code domain
multiplexing. Recently, several NOMA schemes
have attracted lots of attention, and we can gen-
erally divide them into two categories,1 that is,
power domain multiplexing [2–4] and code
domain multiplexing, including multiple access
with low-density spreading (LDS) [5, 6], sparse
code multiple access (SCMA) [7], multi-user
shared access (MUSA) [8], and so on. Some
other multiple access schemes such as pattern-
division multiple access (PDMA) and bit division
multiplexing (BDM) [9] are also proposed. Key
features and advantages of NOMA are discussed
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later. The design principles, key features, advan-
tages and disadvantages of existing dominant
NOMA schemes are discussed and compared.
More importantly, although NOMA can provide
attractive advantages, some challenging prob-
lems should be solved, such as advanced trans-
mitter design and the trade-off between
performance and receiver complexity. Thus,
opportunities and research trends are highlight-
ed to provide some insights on the potential
future work for researchers in this field. In addi-
tion, unlike the conventional way of designing a
specific multiple access scheme separately and
individually, we propose the concept of software
defined multiple access (SoDeMA), in which
several candidates among multiple access
schemes can be adaptively configured to satisfy
different requirements of diverse services and
applications in future 5G networks. Finally, con-
clusions are drawn.

FEATURES OF NOMA
In conventional OMA schemes, multiple users
are allocated with radio resources which are
orthogonal in time, frequency, or code domain.
Ideally, no interference exists among multiple
users due to the orthogonal resource allocation
in OMA, so simple single-user detection can be
used to separate different users’ signals. Theo-
retically, it is known that OMA cannot always
achieve the sum-rate capacity of multiuser wire-
less systems [10]. Apart from that, in convention-
al OMA schemes, the maximum number of
supported users is limited by the total amount
and the scheduling granularity of orthogonal
resources.

Recently, NOMA has been investigated to
deal with the problems of OMA as mentioned
above. Basically, NOMA allows controllable
interferences by non-orthogonal resource alloca-
tion with the tolerable increase in receiver com-
plexity. Compared to OMA, the main advantages
of NOMA include the following.

Improved spectral efficiency: According to
the multi-user capacity analysis in the pioneering
work [10], Fig. 1 shows the channel capacity
comparison of OMA and NOMA, where two
users in the additive white Gaussian noise
(AWGN) channel are considered as an example
without loss of generality. Figure 1a shows that
the uplink NOMA is able to achieve the capacity
bound, while OMA schemes are in general sub-
optimal except at point C. However, at this opti-
mal point, the user throughput fairness is quite
poor when the difference of the received powers
of the two users is significant, as the rate of the
weak user is much lower than that of the strong
user. In the downlink, Fig. 1b shows that the
boundary of rate pairs of NOMA is outside of
the OMA rate region in general. In multi-path
fading channels with intersymbol interference
(ISI), although OMA could achieve the sum
capacity in the downlink, NOMA is optimal
while OMA is strictly suboptimal if channel state
information (CSI) is only known at the mobile
receiver [10].

Massive connectivity: The non-orthogonal
resource allocation in NOMA indicates that the
number of supported users or devices is not

strictly limited by the amount of available
resources and their scheduling granularity.
Therefore, NOMA can accommodate signifi-
cantly more users than OMA by using non-
orthogonal resource allocation; for example,
MUSA can still achieve reasonably good perfor-
mance when the overloading is 300 percent [8].

Low transmission latency and signaling cost:
In conventional OMA with grant-based trans-
mission, a user has to send a scheduling request
to the base station (BS) at first. Then, based on
the received request, the BS performs scheduling
for the uplink transmission and sends a grant
over the downlink channel. This procedure
results in large latency and high signaling cost,
which becomes worse or even unacceptable in
the scenario of massive connectivity anticipated
for 5G. In contrast, such dynamic scheduling is
not required in some uplink schemes of NOMA,
rendering a grant-free uplink transmission that
can drastically reduce the transmission latency
and signaling overhead.

Due to the potential advantages above,
NOMA has been actively investigated as a
promising technology for 5G. In the next section,
existing dominant NOMA schemes are discussed
and compared in detail. 

DOMINANT NOMA SOLUTIONS
In this section, we discuss dominant NOMA
schemes by grouping them into two categories:
power domain multiplexing and code domain
multiplexing. Power domain multiplexing means
that different users are allocated different power
levels according to their channel conditions to
obtain the maximum gain in system perfor-
mance. Such power allocation is also beneficial
to separate different users, where successive
interference cancellation (SIC) is often used to
cancel multi-user interference. In this article,
power domain multiplexing is applied only to
downlink NOMA. Code domain multiplexing is
similar to CDMA or multicarrier CDMA (MC-
CDMA), that is, different users are assigned dif-
ferent codes, and are then multiplexed over the
same time-frequency resources. The difference

Figure 1. Channel capacity comparison of OMA and NOMA in an AWGN
channel: a) uplink AWGN channel; b) downlink AWGN channel.
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between power domain multiplexing and code
domain multiplexing is that code domain multi-
plexing can achieve certain spreading gain and
shaping gain at the cost of increased signal band-
width.

NOMA VIA POWER DOMAIN MULTIPLEXING
Basic NOMA with a SIC Receiver: Figure 2a
illustrates the basic NOMA scheme via power
domain multiplexing with a SIC receiver in the
downlink. Note that this NOMA scheme can
also be applied in the uplink [2]. At the BS
transmitter, signals for different users are linear-
ly added up under certain power partitions to
balance the sum rate of all multiplexed users
and the throughput fairness among individual
users.

At the receiver, SIC is commonly used to
realize multi-user detection (MUD). Due to the
near-far effect, the channel conditions may vary
significantly among users. SIC is performed at
users with relatively high signal-to-interference-
plus-noise ratio (SINR), and should be carried
out in descending order of SINR.

As we can see, the basic form of NOMA with
SIC exploits SINR difference among users,
either due to the natural near-far effect or by
non-uniform power allocation at the transmitter.
A similar scheme can be used for uplink to
increase the uplink system capacity.

NOMA in Massive MIMO Systems: NOMA
can be used in conjunction with multi-user mul-
tiple-input multiple-output (MU-MIMO) to fur-
ther improve the system spectral efficiency [3].
As illustrated in Fig. 2b, multiple transmit anten-
nas at a BS are used to form different beams in

the spatial domain, where each beam adopts the
basic NOMA discussed above.

At the receiver, the inter-beam interference
can be suppressed by spatial filtering [3], and
then intra-beam SIC can be used to remove the
inter-user interference. The extension of NOMA
in massive MIMO systems can further improve
spectral efficiency.

Network NOMA: When transmit power alloca-
tion is biased toward far away users in downlink
NOMA, cell edge users experience increased
interference from neighboring cells. As an exam-
ple, a cellular system with two cells and four
users is depicted in Fig. 2c, where a two-user
NOMA scheme is assumed: user 1 and user 2
are served by BS 1, while user 3 and user 4 are
served by BS 2. Strong interference is expected
between users 1 and 3, which may degrade the
performance of network NOMA, that is, multi-
cell NOMA.

To mitigate the inter-cell interference, joint
precoding of NOMA users’ signals across neigh-
boring cells can be considered. This requires that
all users’ data and CSI should be available at
multiple BSs, but finding the optimal precoder is
not trivial. Moreover, the multi-user precoding
used for single-cell NOMA maybe not be feasi-
ble for the network NOMA scenario, since the
precoder for geographically separate BS anten-
nas does not actually form the physical beam
that can readily be used for intra-beam NOMA.
Based on the fact that large-scale fading would
be quite different between the links to different
cells, a complexity-reduced precoding scheme for
network NOMA has been proposed in [4], where
the multi-cell joint precoder is applied only to
cell edge users (e.g., user 1 and user 3 as shown
in Fig. 2c). 

NOMA VIA CODE DOMAIN MULTIPLEXING
Low-Density Spreading CDMA: The idea
behind LDS-CDMA is to use sparse spreading
sequences instead of dense spreading sequences
in conventional CDMA [5] to reduce the inter-
ference at each chip. Therefore, LDS-CDMA
can improve system performance by exploiting
LDS sequences in CDMA [5], which is the key
feature distinguishing conventional CDMA and
LDS-CDMA. In this way, interference will be
efficiently decreased among multiple users with
appropriate spreading sequence design, and
overloading can be achieved.

At the receiver, a message passing algorithm
(MPA) can be used to realize MUD. MPA is
very efficient for the factor graph [11], which is a
bipartite graph including variable nodes and fac-
tor nodes as illustrated in Fig. 3. Messages are
passed among variable nodes and factor nodes
over edges, which can be interpreted as the soft-
values that represent the reliability of the symbol
associated with each edge. The marginal distri-
bution of a variable node can be regarded as a
function of the messages received by that node
[11].

Low-Density Spreading OFDM: LDS orthogo-
nal frequency-division multiplexing (LDS-
OFDM) can be considered as a combined
version of LDS-CDMA and OFDM, in which

Figure 2. Illustration of NOMA via power domain multiplexing: a) basic
NOMA with a SIC receiver; b) NOMA in MIMO systems; c) network
NOMA.
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the chips are subcarriers of OFDM in order to
combat the multipath fading. In LDS-OFDM,
the transmitted symbols are first mapped to cer-
tain LDS sequences, and then transmitted on
different OFDM subcarriers. The number of
symbols can be greater than the number of sub-
carriers, that is, overloading is allowed to
improve spectral efficiency [6]. MPA in LDS-
CDMA can also be used in an LDS-OFDM
receiver. Essentially, LDS-OFDM can be viewed
as an improved form of multi-carrier CDMA
(MC-CDMA) by replacing the dense spreading
sequences with LDS.

Sparse Code Multiple Access: The recently
proposed SCMA [7] is an enhanced version of
LDS-CDMA. Unlike LDS-CDMA, SCMA
directly maps different bitstreams to different
sparse codewords, as illustrated in Fig. 4, where
each user has a predefined codebook (there are
6 users in Fig. 4). All codewords in the same
codebook contain zeros in the same two dimen-
sions, and the positions of zeros in different
codebooks are distinct to facilitate the collision
avoidance of any two users. For each user, two
bits are mapped to a complex codeword. Code-
words for all users are multiplexed over four
shared orthogonal resources (e.g., OFDM sub-
carriers).

The key difference between LDS-CDMA and
SCMA is that a multi-dimensional constellation
for SCMA is designed to generate codebooks,
which brings the “shaping gain” that is not possi-
ble for LDS [7]. Here, “shaping gain” is the gain
in the average symbol energy when the shape of
a constellation is changed. In general, the shap-
ing gain is higher when the shape of a constella-
tion is closer to a sphere, and the maximum
achievable shaping gain by the optimization of a
multi-dimensional constellation is 1.53 dB [7].
For the concatenated approach in high modula-
tion order, the multi-dimensional constellation
can be optimized to obtain shaping gain, and
then codebooks are generated based on the
multi-dimensional constellation [7]. The SCMA
codebook design is a complicated problem, since
different layers are multiplexed with different
codebooks. As the appropriate design criterion
and specific solution to the multi-dimensional
problem are still unknown, a multi-stage
approach has been proposed to realize a subop-
timal solution [7]. Specifically, an N-dimensional
complex constellation with M points (which is
called the mother constellation) is first opti-
mized to improve the shaping gain, and then
some codebook-specific operations are per-
formed to the mother constellation to generate
the N-dimensional constellation for each code-
book. Three typical operations are phase rota-
tion, complex conjugate, and dimensional
permutation of the constellation [7]. In the gen-
erated N-dimensional constellations after code-
book-specific operations, each N-dimensional
constellation point is multiplied with a projec-
tion matrix to generate a K-dimensional code-
word (K >> N), which has N non-zero elements
from the components of the N-dimensional con-
stellation point. In this way, codebooks with M
codewords can be obtained. Readers can find
more details in [7].

Multi-User Shared Access : In the uplink
MUSA system shown in Fig. 5 [8], symbols of
each user are spread by a spreading sequence.
Multiple spreading sequences constitute a pool
from which each user can randomly pick one of
the sequences. Note that for the same user, dif-
ferent spreading sequences may also be used for
different symbols, which may further improve
the performance via interference averaging.
Then all spreading symbols are transmitted over
the same time-frequency resources. The spread-
ing sequences should have low cross-correlation
and can be M-ary. At the receiver, codeword-
level SIC is used to separate data from different
users. The complexity of codeword-level SIC is
less of an issue in the uplink as in any case the
receiver needs to decode the data for all users.
The only noticeable impact on the receiver
implementation would be that the pipeline of
processing may be changed in order to perform
SIC operation. The difference between MUSA
and MC-CDMA is that MUSA assumes that it is
basically synchronous when users’ signals arrive
at the BS, which is easier to realize SIC, while
MC-CDMA dose not require this synchroniza-
tion in the uplink. In addition, MUSA uses non-
binary spreading sequences, while binary

Figure 3. Illustration of LDS-CDMA: six users and four chips for transmis-
sion, which means 150 percent overloading.
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CHALLENGES, OPPORTUNITIES, AND
FUTURE RESEARCH TRENDS

THEORETICAL ANALYSIS OF
ACHIEVABLE RATE AND OVERLOADING BOUNDS

In NOMA schemes, theoretical analysis is
required to provide some insights for system
design. Achievable rate of multiple access is a
key metric of system performance. The achiev-
able rate of code-domain NOMA with LDS
needs to be studied, and can refer to the analyti-
cal approach of MC-CDMA. Particularly, due to
the special structure of spreading sequences,
some approximations can be used to simplify the
calculation. It is expected to derive the closed-
form expression to reveal the relationship
between the achievable rate and LDS parame-
ters such as sequence sparsity and overloading
factor. Such theoretical results can shed light on
how to design the system parameters according
to the specific application requirements.

On the other hand, the interference cancella-
tion capability and the affordable complexity at
the receiver play an important role in the overall
performance, for example, the maximum over-
loading factor that the system can support.

DESIGN OF
SPREADING SEQUENCES OR CODEBOOKS

In LDS systems, due to non-orthogonal resource
allocation, interference exists among multiple
users. A factor graph in MPA should be opti-
mized to get good trade-off between overloading
factor and receiver complexity.

In addition, it has been proved that MPA can
obtain the exact marginal distribution with a
cycle-free factor graph and the precise solution
with a local tree-like factor graph. Graph theory
can be used to design a cycle-free or local tree-
like factor graph in NOMA without compromis-
ing spectral efficiency. In addition, the matrix
design principle and methods in low-density-par-
ity check (LDPC) can be considered when
designing the factor graph for NOMA.

RECEIVER DESIGN
For an MPA-based receiver, the complexity may
still be high for massive connectivity in 5G.
Therefore, simplified improvement of MPA can
be used to reduce receiver complexity, such as
Gaussian approximation of interference (GAI),
which models the interference-plus-noise as
Gaussian distributed, and such approximation
tends to be more accurate as the amount of con-
nectivity becomes larger in 5G. In addition,
MPA can be used to jointly detect and decode
the received symbols, in which the constructed
graph consists of variable nodes, observation
nodes, and check nodes corresponding to the
check equations of the LDPC code. In this way,
intrinsic information between the decoder and
the demodulator can be used more efficiently to
improve the detector’s performance.

For a SIC-based receiver, error propagation may
degrade the performance of some users. Therefore,
at each stage of SIC, some nonlinear detection algo-
rithms with higher detection accuracy can be consid-
ered to suppress the error propagation.

OTHER CHALLENGES

There are also some other engineering aspects
of NOMA, including reference signal design,
channel estimation, and CSI feedback mecha-
nism that can deliver robust performance when
cross-user interference is severe, resource alloca-
tion signaling that can support different trans-
mission modes for NOMA, extension to MIMO
(especially massive MIMO) that can reap the
performance benefits of both NOMA and multi-
user MIMO, peak-to-average-power ratio
(PAPR) reduction in multi-carrier NOMA, sys-
tem scalability that can support different traffic
loading and radio environment, and so on. These
challenges need to be addressed before NOMA
becomes part of 5G standards in the future.

THE CONCEPT OF SODEMA
As discussed above, NOMA can be used for
capacity improvement and massive connections
in 5G. However, this does not mean that con-
ventional OMA schemes will be completely
replaced by NOMA in future 5G networks. For
example, when the number of users is small and
the near-far effect is not significant, such as in
the case of small cells, OMA would be a better
choice. In this sense, both OMA and NOMA
will coexist in 5G to fulfill diverse requirements
of different services and applications.

To this end, we borrow the idea of software
defined radio (SDR) for multiple access design
to propose the SoDeMA concept for 5G as
shown in Fig. 6, where different NOMA schemes
can coexist in a system assuming all of them will
be specified in 5G standards. SoDeMA provides
a very flexible configuration of multiple access
schemes to support different services and appli-
cations in 5G. For example, for cell-center users
or real-time services like ultra-high-definition
video, conventional OMA schemes can be adopt-
ed to support high data rate transmission, which
capitalizes on the orthogonality and synchroniza-
tion. On the other hand, when high spectral effi-
ciency, massive connectivity, and frequent access
of small packets are required in some practical
scenarios (e.g., dense population areas and
mobile social applications), NOMA schemes can
be selected. Moreover, different NOMA or
OMA schemes have their own appropriate appli-
cation situations, and can be adaptively config-
ured to realize the trade-off between

Figure 6. Illustration of the concept of software definded multiple access.
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performance and implementation complexity.
For instance, if a large difference among users’
channel conditions exists due to the near-far
effect or in moving networks, power-domain
NOMA with a SIC receiver can be used with rel-
atively low complexity. On the other hand, if
high reliability should be guaranteed, especially
when channel condition is bad or the location
distribution of users is concentrated, SCMA is a
feasible solution due to its shaping gain and
near-optimal MPA detection. Of cause, when
the number of users is large enough, it may be
difficult to design a codebook for each user, and
in this case, LDS-OFDM or MUSA can also be
used to reduce the design complexity at the
transmitter or receiver, separately.

As elaborated in previous sections, certain
signal processing modules are common to sever-
al NOMA schemes, for example, MPA at the
receiver or spreading operation at the transmit-
ter, which can be shared in hardware so that the
hardware cost would be reduced at both user
terminals and base stations. These general-pur-
pose modules can be combined in different
forms at the software level to implement differ-
ent schemes. The switching between NOMA
schemes is fast and flexible with software defined
hardware architecture, and can quickly adapt to
different deployment scenarios, that is, from
capacity achieving to user loading improvement.

To enable SoDeMA, the frame structure
should be flexible enough so that the time and
frequency resources are partitioned into differ-
ent blocks freely for different services and users.
In each resource block, one specific multiple
access scheme is configured with specific wave-
form, duplex mode, pilot signals, power level,
and so on. Note that the inter-subcarrier inter-
ference between different resource blocks needs
to be carefully mitigated. The proposed SoDe-
MA concept provides a flexible configuration of
multiple access schemes to support different ser-
vices and applications. It is highly expected that
SoDeMA can be carefully designed to adapt to
various application scenarios to support the sys-
tem design goal of “anything as a service” in
future 5G networks.

CONCLUSIONS
In this article, we have discussed and compared
several major NOMA schemes for 5G from the
aspects of basic principles, key features, receiver
complexity, engineering feasibility, and so on.
Compared to conventional OMA, NOMA allows
controllable interferences to realize overloading
at the cost of a tolerable increase of receiver
complexity. Therefore, the demands of spectral
efficiency and massive connectivity for 5G can
be partially fulfilled by NOMA. We have also
highlighted key challenges, opportunities and
future research tends for the design of NOMA,
including theoretical work, optimal design of
spreading sequences or codebooks, receiver
design, a grant-free NOMA mechanism, and so
on. The proposed concept of SoDeMA is able to
flexibly support diverse services and applications
with different requirements. It is expected that
NOMA will play an important role in future 5G
wireless communications.
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